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NOTICE TO CONTRACTOR

IT IS THE RESPONSIBILITY OF THE CONTRACTOR’S SURVEYOR TO VERIFY THAT ALL LEGAL SURVEY
DIMENSIONS SHOWN ON THE ENGINEERS DRAWINGS AGREE WITH THOSE ON THE REGISTERED LEGAL SURVEY
PLAN. SHOULD THERE BE ANY DISCREPANCIES, THEN IMMEDIATELY NOTIFY THE ENGINEER OF RECORD
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NEW 200¢ FORCE MAIN TO TIE-IN TO
EXISTING MANHOLE SMHO4, REFER TO SHEET
04 FOR PLAN AND PROFILE DETAILS.
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REPLACE EX. ACCESS MANHOLE COVER

WITH LOW PROFILE COVER AND ABANDON.

NEW CHAIN—LINK
FENCE SLIDE GATE

EXISTING SERVICE POLE.

REMOVE AND DISPOSE OF

CAST—-IN—-PLACE CON(ERETE FLOOR FOR
VALVE CHAMBER, REFER TO
STRUCTURAL DRAWINGS FOR DETAILS.
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/NEW 2" SELLERS TROLL BALL
WASH—-DOWN SYSTEM WITH WATER
SERVICE AND SOLENOID VALVE BOX.

NEW SECURITY CHAIN—LINK FENCE TO
TIE=IN TO EX. FENCE ON NORTH
SIDE_ OF PUMP STATION SITE.

SECURITY CAMERA ON TOP OF FENCE POST, REFER
TO ELECTRICAL DRAWINGS AND SPECIFICATIONS.

NEW 509 WATER SERVICE FOR TROLL
BALL WASH—DOWN SYSTEM FROM EX.
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IT IS THE RESPONSIBILITY OF THE CONTRACTOR’S SURVEYOR TO VERIFY THAT ALL LEGAL SURVEY
DIMENSIONS SHOWN ON THE ENGINEERS DRAWINGS AGREE WITH THOSE ON THE REGISTERED LEGAL SURVEY
PLAN. SHOULD THERE BE ANY DISCREPANCIES, THEN IMMEDIATELY NOTIFY THE ENGINEER OF RECORD
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NEW 200¢ FORCEMAIN TO EX.

MANHOLE SMHO4. REFER TO
SHEET 05 FOR DETAILS.
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EX. 3758 FORCEMAIN TO NEW CONCRETE SLAB (ON GRADE) FOR /
NEW WET WELL AND VALVE CHAMBER C/W
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TO STRUCTURAL DRAWINGS FOR DETAILS.
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—  |AND OVERFLOW STORAGE
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GENERAL ARRANGEMENT PLAN

1:25

REMOVE EXISTING SUSPENDED
SLAB IN LOCATIONS IDENTIFIED ON

STRUCTURAL DWG S—-3 (TYP.)

T £ 300mme FORCE MAIN

EX.

REMOVABLE GRATE

(4 PIECES TOTAL)

ABOVE GROUND BUILDING TO BE
DECOMMISSIONED AND DEMOLISHED.

VENT PIPE, REFER TO
DETAIL SHEET Q5.

NEW CONCRETE SLAB

VALVE CHAMBER C/W ACCESS

9ON GRADE) FOR NEW WET WELL AND

HATCHES AND LADDERS. REFER TO
STRUCTURAL DRAWINGS FOR DETAILS.

REFER TO STRUCTURAL DRAWINGS FOR
INSTRUCTIONS ON REMOVAL AND/OR
RETENTION OF EX. CONCRETE SLABS (TYP.)

BILL OF MATERIALS
6
ITEM QTY DESCRIPTION
1 9 FLYGT MODEL NP 3127 LT 3 PHASE 425 10HP 60HZ PUMPS. ONE OF TWO PUMPS TO
INCLUDE FLYGT MIXED FLUSH VALVE.
2 2 200¢ WYE KNIFE GATE VALVE MODEL VS C/W HANDWHEEL
3 2 2009 "VALMATIC” SURGEBUSTER SWING CHECK VALVE, MODEL 7206 CMI
4 1 1508 KAMLOCK CONNECTION BYPASS PORT C/W PLUG VALVE AS PER DETAIL ON D
SHEET MO008
5 1 2009 "PROMAG” ELECTRONIC FLOW METER 50WIF DN150 400W PROP. GRAVEL PAD TO TIE=IN TO
6 4 1509 90° LONG RADIUS ELBOW EXISTING ELEVATION (TYP).
7 1 1009 TIDEFLEX CHECK VALVE MODEL TF-2
8 1 509 SELLERS TROLL BALL C/W ZONE 2 RATED SOLENOID VALVES AND ALL REQUIRED 4_
PIPING AND SUPPORTS
9 1 SANITARY DISCHARGE PRESSURE SENSOR AS PER ELECTRICAL DRAWINGS AND o
SPECIFICATIONS.
%” THICK 304L SS BAFFLE PLATE (0.5mH x 0.5mW) SLOPED TOWARD BENCHING AND
10 1 HILTI-BOLTED TO EXISTING CONCRETE WALLS. CONTRACTOR TO SUBMIT SHOP
DRAWINGS FOR REVIEW AND APPROVAL.

GENERAL NOTES:

—_

SPECIFICATIONS

> wn

ALL PIPING TO BE 304L STAINLESS STEEL SCHEDULE 10S, INCLUDING SMALL DIAMETER
PIPING, UNLESS OTHERWISE NOTED

ALL JOINTS TO BE WELDED NECK FLANGES UNLESS OTHERWISE SPECIFIED

LINK=SEAL FOR ALL PIPE PENETRATIONS. SEE DETAIL SHEET MO04 AND STRUCTURAL

STANDARD DETAILS PROVIDED ARE A GENERAL GUIDE FOR QUALITY. THE CONTRACTOR IS
RESPONSIBLE TO SELECT AND DESIGN THE FINAL PIPING SUPPORT SYSTEM. 9
5. POLYURETHANE LINER TO BE OBIC GUARD 1306, GREY COLOUR (COATING PART NUMBER
OBIC 1200). PRODUCT TO BE INSTALLED AS PER MANUFACTURERS RECOMMENDATIONS.
RECOMMENDED CONTACT FOR SUPPLY AND INSTALLATION ROBERT EPP, PROJECT
MANAGER — INFRASTRUCT PRODUCTS AND SERVICES — (778)—887-3995
REPP@INFRASTRUCT.CA.
6. CONTRACTOR TO CONFIRM ALL INTERNAL DIMENSIONS, ELEVATIONS, AND INVERTS AFTER
REMOVAL OF PUMP STATION AND INTERNAL COMPONENTS, AND PROVIDE NOTICE TO THE
ENGINEER IF ANY ASSUMED OR PROPOSED ELEVATIONS ARE INACCURATE, BEFORE
PROCEEDING WITH PROCUREMENT AND INSTALLATION.

R L
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00mme KNIFE
VALVE

WET WELL AND VALVE CHAMBER TO BE LINED WITH SPRAY
APPLIED POLYURETHANE SURFACE, REFER TO NOTE 5 THIS
SHEET. THE CONTRACTOR IS REQUIRED TO BYPASS THE

WET WELL AND VALVE CHAMBER FOR INSTALLATION. THE
CONTRACTOR IS REQUIRED TO RESOLVE ANY EXISTING
INFILTRATION ISSUES, AND REMOVE ALL EQUIPMENT, PRIOR
TO LINER INSTALLATION.

EXISTING DRY WELL RETROFITTED TO SERVE AS WET WELL
WITH TWIN SUBMERSIBLE FLYGT MODEL

60HZ PUMPS.

MECHANICAL EQUIPMENT TO BE REMOVED

EX. 300mmo
FORCE MAIN NP 3127 LT 3~425/426 10HP
ALL EXISTING ELECTRICAL AND
/FOR CITY SALVAGE (TYP.)
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