
 
 

Document #2746484 

 
August 6, 2025 
 

 
ADDENDUM #1 
NWRFP-25-08 

East Sixth Avenue Upgrades 
New Westminster, BC 

 
This addendum modifies the Request for Proposal only as noted: 
 
TITLE PAGE 
Closing Time: 
<CHANGE TO READ> “Tuesday, August 19, 2025” 
 
PART 3 PROPOSAL FORMAT AND CONTENT REQUIREMENTS  
1.0 Proposal Cover Page  
Closing Time:  
<CHANGE TO READ> “Tuesday, August 19, 2025” 
 
 
APPENDIX F - SUPPLEMENTARY CONDITIONS TO MMCD PLATINUM 
AGREEMENT 
4.3 Protection of Work, Property and the Public 
<ADD> new clause 4.3.9 as follows: 
“4.3.9  The Contractor shall perform the work described by Metro Vancouver in the attached 
email.  Metro Vancouver requirements are incidental to Construction” (2 pages following). 
 
ATTACHMENT 1 – DRAWINGS 
<ADD> 
Drawing 03 Revision H Revised 2025-06-03 (1 Page following) 
 
 
Please acknowledge this addendum in your Proposal. 
 
END OF ADDENDUM #1 
 
Yours truly, 

 
Heather Rossi 
Procurement Specialist 





Outlook

RE: PXW24-166A3 - East 6th Avenue Offsite Works for New Aquatic Center

From Ndifreke Ubom <Ndifreke.Ubom@metrovancouver.org>
Date Mon 6/16/2025 5:37 PM
To Glen Livingstone <glivingstone@islengineering.com>
Cc Grant Ngieng <gngieng@islengineering.com>; David Tam <David.Tam@metrovancouver.org>

1 attachment (814 KB)
250604_ROADWORKS-STA.2+000 TO 2+170_GVRD_MH_33708.pdf;

Hello Glen,
 
Thank you for confirming the GVWD manhole location and sending the updated drawings. The consent is amended from
the snippet provided in the email dated May 29th, showing the catch basin clearance to the GVWD water main, and also
from the updated drawing provided in the email dated June 12th below.
 
GVWD understands the proposed work involves conducting roadworks and installing a catch basin at the intersection of
McBride Boulevard & E Sixth Avenue in New Westminster. The proposed work is in proximity to GVWD’s 711mm Surrey-
Delta Main No. 1 and will interact with the GVWD utility in the following ways:
 
Roadworks
 

Full depth mill asphalt & gravels to 150mm depth over the GVWD watermain. Road reconstruction over the GVWD
watermain will include:

Adding, grading, compacting crushed granular base
300mm – 75mm crushed granular subbase
150mm – 75mm crushed granular base
Minimum 100mm MMCD lower course #1 (match with existing asphalt thickness)
50mm MMCD upper course #1

 
50mm profile/surface milling over the GVWD watermain:

Surface mill treatment area to 50mm depth (50mm – MMCD upper course #1)
Full depth asphalt repair patching. Patch will use MMCD lower course #1 to minimum 50mm thickness (match
with existing thickness)
300mm – 75mm crushed granular subbase
150mm – 75mm crushed granular base
Minimum 100mm MMCD lower course #1 (match with existing thickness)
50mm MMCD upper course #1

 
Catch basin installation
 

Proposed catch basin will maintain a 1.87m horizontal edge to edge clearance to the GVWD watermain.
 
 
GVWD consents to the proposed work as described above, provided the following conditions are met:
 

1. An MV representative to be on site to witness the catch basin installation only. To arrange an MV
representative, please contact myself at 604-218-6192 or Ndifreke.ubom@metrovancouver.org with the tracking
number provided, no less than 10 business days prior to the commencement of construction.

2. The proponent is responsible for physically verifying the depth and location of all GVWD water mains and other
utilities prior to construction. Observe the disclaimers on all GVWD-supplied drawings and do not rely solely on
drawings or as-built information.

3. If the water main is to be exposed, a hydro-excavator shall be used (or authorized otherwise) and an MV
representative must be present.

4. If an existing GVWD water main is exposed, the proponent is responsible to restore pipe bedding and backfill to MV
standards (to reinstate pipe bedding with sand compacted to 95% modified proctor).

5. The proponent is to ensure a horizontal minimum clearance of 1000mm and a vertical minimum clearance of
300mm to GVWD facilities and appurtenances (measured outer edge to outer edge).

6. Only use hand tools and hydro-excavator for excavation within 500mm of the outer edge of MV utilities.
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7. Only low impact and low vibratory methods, such as lightweight walk behind plate tamper or jumping jack,
are permitted within 3 meters of GVWD mains. Machine hoe-pack or vibratory rollers are not permitted
within this zone.

8. Proponent is responsible for adjusting the GVWD manhole casting to suit the finished grade if required.
9. The coating or pipe material of GVWD water mains may contain asbestos and other hazardous contaminants. If the

coating would be disturbed during the course of the proximal construction, it is the responsibility of the proponent to
exercise appropriate precautions/safety measures, perform testing and to conform with all regulatory requirements
as well as ensure workers’ safety.

10. The proponent shall be liable for any damages incurred as a result of the proposed work.
11. If there are any changes to the submission drawings or construction methods, please submit the revised proposal to

constructreview@metrovancouver.org for review and consent, prior to construction.
 
The tracking number associated with this submission is PXW24-166A3. If you have any questions, please let me know.
 
Thanks,
 
Ndifreke (Ndy) Ubom
Project Research Assistant, E&C
Water Services
t. 604-218-6192
c. 778-215-6072

 
 
From: Glen Livingstone <glivingstone@islengineering.com>
Sent: Thursday, June 12, 2025 9:42 PM
To: Ndifreke Ubom <Ndifreke.Ubom@metrovancouver.org>
Cc: Grant Ngieng <gngieng@islengineering.com>; David Tam <David.Tam@metrovancouver.org>
Subject: Re: PXW24-166A3 - East 6th Avenue Offsite Works for New Aquatic Center
 

WARNING: This email originated from outside of our organization. Do not click any links or open attachments unless you trust the sender and know the
content is safe.

 
Good morning Ndy,
 
Please see attached drawing update discussed below.
 
Please let us know if you need anything further.
 
Thank you,
 

Glen Livingstone, MMCD CCA | Civil Design Technologist
ISL Engineering and Land Services Ltd.
T: 604.629.2696   C: 604.789.5551

 

From: Ndifreke Ubom <Ndifreke.Ubom@metrovancouver.org>
Sent: Tuesday, June 3, 2025 10:02 AM
To: Glen Livingstone <glivingstone@islengineering.com>; David Tam <David.Tam@metrovancouver.org>
Cc: Grant Ngieng <gngieng@islengineering.com>
Subject: RE: PXW24-166A3 - East 6th Avenue Offsite Works for New Aquatic Center
 

Hello Glen,

 

Thank you for your reply; GVWD has no further technical comments. As you mentioned, please update the drawing and include a
note to adjust the manhole to the finished grade if required.

 

I will wait for the updated drawings to be sent before finalizing the consent.
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CATCH BASIN TABLE
CB No. RIM EL. TYPE LEAD INFORMATION

CB 1 67.183 600Ø TOP INLET CB AS PER MMCD-S11 1.0m - 150Ø PVC DR28

CB 2 67.302 600Ø TOP INLET CB AS PER MMCD-S11 2.5m - 150Ø PVC DR28

CB 3 65.730 600Ø TOP INLET CB AS PER MMCD-S11 18.0m - 150Ø PVC DR28

CB 4 65.247 900Ø BIKE-FRIENDLY CB AS PER SSD-D.9 15.0m - 200Ø PVC DR35

SCALE: 1:250
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**CAUTION - FIBRE OPTIC NETWORK PRESENT **
EXISTING FIBRE OPTIC CABLE IN VICINITY. THE CONTRACTOR IS
RESPONSIBLE FOR VERIFYING THE DEPTH AND LOCATION OF THE
FIBRE NETWORK PRIOR TO ANY CONSTRUCTION. IF THE FIBRE
NETWORK IS TO BE EXPOSED, A HYDRO EXCAVATOR SHALL BE
USED (OR AUTHORIZED OTHERWISE) AND A FIBRE NETWORK
REPRESENTATIVE MUST BE PRESENT.

CITY'S FIBRE NETWORK NOTES:
1. THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING THE DEPTH AND

LOCATION OF THE CITY'S FIBRE NETWORK PRIOR TO ANY
CONSTRUCTION. IF THE FIBRE NETWORK IS TO BE EXPOSED, A HYDRO
EXCAVATOR SHALL BE USED (OR AUTHORIZED OTHERWISE) AND A CITY
FIBRE NETWORK REPRESENTATIVE MUST BE PRESENT.

2. THE CONTRACTOR SHALL ARRANGE AND ATTEND A PRECONSTRUCTION
MEETING WITH THE CITY FIBRE NETWORK OPERATIONS STAFF.
CONTACT PHIL KOTYK AT 604-353-1826 NO LESS THAN 10 BUSINESS DAYS
PRIOR TO STARTING WORK.

3. A CITY FIBRE NETWORK OPERATIONS REPRESENTATIVE MUST BE ON
SITE TO WITNESS THE CONSTRUCTION IF WORKING NEAR OR CROSSING
THE CITY'S FIBRE NETWORK CONDUIT. TO ARRANGE FOR A CITY FIBRE
NETWORK REPRESENTATIVE TO BE ON SITE, THE CONTRACTOR SHALL
CONTACT PHIL KOTYK AT 604-353-1826 NO LESS THAN 10 BUSINESS DAYS
PRIOR TO WORKING NEAR THE FIBRE NETWORK.

E. SIXTH AVENUE

3.1m WB LT LANE

3.0m EB BUS LANE 

3.2m WB LANE

3.1m RT LANE

REFER TO PAVEMENT
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SHEET 10 (TYP.)
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3 x 12m BUS PAD WITH SHELTER
SEE CNW DETAILS SDR-17A & SDR-17B
FOR ADDITIONAL SPECIFICATIONS
CONDUIT AND JUNCTION BOX
LOCATION TO SERVICE BUS SHELTER
TO BE CONFIRMED IN FIELD WITH
CONTRACT ADMINISTRATOR PRIOR
TO CONCRETE POUR.

3.5m WB LANE

5.0m EB LANE

R 11.0m

2.75m SIDEWALK

1.5m BOULEVARD

3.0m BI-DIRECTIONAL BIKE LANE
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3m x 12m ASPHALT THICKENING AT BUS STOPS
(TYP.)
INSTALL:
100mm THICK MMCD LOWER COURSE #1
50mm THICK MMCD UPPER COURSE #1

EX. CURB REMAINS
IN PLACE

EX. CURB REMAINS
IN PLACE

LEAVE FIREHALL
DRIVEWAY IN PLACE
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EXISTING GROUND AT
REFERENCE ALIGNMENT

PROPOSED GRADE AT
REFERENCE ALIGNMENT

PROPOSED WEST
EOP PROFILE

SCALE: 1:250H / 1:25V

PROFILE

ADJUST LB & INSTALL
TOPSOIL WITH SOD
TO SUIT

EXCAVATE TO
REMOVE ORGANICS,
INSTALL GRAVEL
AND 50mm THICK
ASPHALT PATH TIE IN

TIE IN TO EXISTING
CURB

METRO VANCOUVER (GVS&DD) PERMIT REQUIRED

ASSET LOCATION
PLEASE ENSURE THAT THE GVS&DD SEWER AND
GVWD WATERMAIN ARE ACCURATELY LOCATED AND
CLEARLY MARKED ON THE GROUND BEFORE
STARTING ANY WORK. THE PROPONENT IS
RESPONSIBLE FOR VERIFYING THE DEPTH AND
LOCATION OF GVS&DD SEWER & GVWD WATERMAIN
ASSETS PRIOR TO CONSTRUCTION. THE PROPONENT
IS TO KEEP THESE APPURTENANCES INTACT.
GVS&DD & GVWD WATERMAIN MAINTENANCE HOLES
SHALL NOT BE OPENED WITHOUT GVS&DD'S & GVWD
WATERMAIN PRIOR WRITTEN CONSENT.  AT THE TIME
OF THIS DOCUMENT, CONSENT FOR OPENING OUR
MAINTENANCE HOLES HAS NOT BEEN GIVEN.

SURFACE IMPACT
PROPONENT IS TO PERFORM STATIC ROLLING WITH
NO VIBRATORY MODE FOR ROADWORKS ON TOP OF
GVS&DD SEWER & GVWD WATERMAIN ASSETS. NO
LARGE SIZE VIBRATORY COMPACTOR IS TO BE USED
ON TOP OF GVS&DD SEWERS & GVWD WATERMAIN.
MACHINE HOE-PACK IS NOT PERMITTED WITHIN 1.5m
HORIZONTALLY OF THE GVS&DD SEWERS & GVWD
WATERMAIN. ONLY LOW IMPACT AND LOW
VIBRATORY METHODS, SUCH AS LIGHTWEIGHT WALK
BEHIND PLATE TAMPER OR JUMPING JACK, ARE
PERMITTED. FOR BACKFILLING/SURFACE
RESTORATION ABOVE GVS&DD'S & GVWD
WATERMAIN PIPE ZONE, PLEASE REFER TO THE
PROPERTY OWNER’S REQUIREMENT AND MV'S
“PAVEMENT RESTORATION” DRAWING (DOCUMENT
CODE: C-006B) – THE MORE STRINGENT
REQUIREMENT SHALL APPLY. NO HEAVY EQUIPMENT
IS TO BE USED OR PLACED ON TOP OF GVS&DD
SEWERS & GVWD WATERMAIN. THERE SHALL BE NO
MATERIAL OR EQUIPMENT STORAGE OR HEAVY
CONSTRUCTION ACTIVITY DIRECTLY ATOP OF
GVS&DD SEWER & GVWD WATERMAIN. ISL WILL
OBTAIN GVRD APPROVAL.

GVS&DD & GVWD WATERMAIN MANHOLES & VALVE
BOXES ARE TO BE ADJUSTED (AS REQUIRED) TO
MEET THE FINAL RESTORATION GRADES. ADJUSTED
MANHOLE LIDS SHOULD NOT BE LOCATED IN CURB
AND GUTTER LINES. PLEASE NOTE THAT GVS&DD
DOES NOT PERMIT USE OF CONCRETE GRADE RINGS
GREATER THAN 3 X 50mm THICKNESS. IF THERE IS A
NEED TO ADD HEIGHT WHEN THE MAXIMUM HEIGHT
OF GRADE RINGS + NON-SHRINK MORTAR (200mm
TOTAL) HAS ALREADY BEEN OR WILL BE EXCEEDED
ABOVE THE MANHOLE LID/DONUT, GVS&DD
REQUESTS THAT YOU SUPPLY AND INSTALL NEW
MANHOLE BARREL RISERS OF SUITABLE HEIGHT.

HYDRO BLAST ERADICATE LINE
PAINTING FOR NEW WORKS (TYP.)

TACTILE ATTENTION INDICATORS AS PER
TRANSLINK BUS INFRASTRUCTURE DESIGN
GUIDELINES - CONFIGURATION 1B (TYP.)
1.2m GAP IN TWSI FOR SIDEWALK MOBILITY
BYPASS (TYP.)

INSTALL TACTILE WALKING SURFACE
INDICATORS - WARNING (TYP.)

REFER TO ELEC. DRAWINGS
FOR EX. STREET LIGHT
POLE RELOCATIONS AND
REMOVALS (TYP.)

RE&RE CONCRETE.
SITE INSPECTOR TO
CONFIRM

0.6m BUFFER
1.3m ASPHALT BIKE LANE

1.15m PAINTED MEDIAN

CB
 1

CB 2

CB 3

SEE CB TABLE
ON THIS
SHEET (TYP.)

REFER TO SURFACES
TREATMENTS ON SHEET 01 (TYP.)

NEW QUARTER POINT.
MATCH EX. LANE & TIE
IN TO NEW CURB

REINSTATE BEHIND PR. SIDEWALK
MATCHING EXISTING MATERIAL  (TYP.)

CORE CB LEAD IN TO
MANHOLE. INSTALL INSIDE
DROP PER MMCD S4.

LIGHT BRUSH FINISH, SAWCUT BUFFER

NEW CALMING CURB (AS
SUPPLIED BY LAFARGE OR
APPROVED EQUAL) c/w DOWELS
TO FIX TO PAVEMENT (TYP.)

REMOVE AND RESTORE
EXISTING MONOLITHIC CURB
LETDOWN c/w TSWI

PROTECT EX. TRAFFIC
SIGNAL

EX. JUNCTION BOX TO BE
ADJUSTED AS NEEDED

TIE INTO EX.
CONC. PATHWAY

MATCH NEW CONC. FOR SIDEWALK TO
ENTRANCE TIE-IN (BRUSH & SAW CUT FINISH)

3.3m EB LANE 3.3m EB LANE
5.0m EB LANE

NEW BIKE FRIENDLY CURB AS PER
SSD-D.9.
INSTALL REVERSE CURB PAN WHERE
NEEDED TO MATCH BIKE LANE
CROSSFALL (TYP.)

1.0m BUFFER

MMCD C14 GALVANIZED HANDRAIL
(TYP. BOTH SIDES OF THE BUS STOP)

CB 4

ASPHALT RAMP TO
BUS STOP AT 8%

TRANSITION CURB TO
GUTTER MATCHING THE
WHEELCHAIR RAMP GRADE

ADJUST METROVAN MANHOLE CASTING
TO SUIT ROADWORKS AS REQUIRED
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