
 
 

Document #2746484 

 
August 14, 2025 
 

 
ADDENDUM #2 
NWRFP-25-08 

East Sixth Avenue Upgrades 
New Westminster, BC 

 
This addendum modifies the Request for Proposal only as noted: 
 
TITLE PAGE  
Closing Time:  
<CHANGE TO READ> “Tuesday, August 26, 2025” 
 
 
PART 3 PROPOSAL FORMAT AND CONTENT REQUIREMENTS  
<DELETE> Entire section included in Request for Proposal Documents and 
<REPLACE WITH>  PART 3 PROPOSAL FORMAT AND CONTENT REQUIREMENTS 
included with this Addendum (3 pages following) 
 
ATTACHMENT 1 – DRAWINGS 
<ADD> 
Arcadis Drawing SL-01, REV. 5 (Addendum #2) 
ISL Engineering and Land Services Drawing 03, REV I (ADDENDUM 2 – GVRD UPDATE) 
 
 
Please acknowledge this addendum in your Proposal. 
 
END OF ADDENDUM #2 
 
Yours truly, 

 
Heather Rossi 
Procurement Specialist 
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PART 3 
 

RESPONSE FORMAT AND CONTENT REQUIREMENTS 
 
  





NWRFP-25-08 

CORPORATION OF THE CITY OF NEW WESTMINSTER 
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Document #2750347 
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1.0 RESPONSE COVER PAGE 

Responses are to include the following Cover Page, completed by the Respondent: 
 
 

NWRFP-25-08 
 

East Sixth Avenue Upgrades 
 
 

 
Closing Time: 

Tuesday, August 26, 2025 
3:00 PM, Local Time, Vancouver BC 

 
Closing Location: 

 
upload to https://fileshare.newwestcity.ca/filedrop/purchasing_submissions 

 
 

RESPONDENT NAME  

Street Address:  

City Province Postal Code  

Contact Name:  

Telephone number:  Fax: 

Email  Date: 
Signature:  by authorized signatory 

 
 
By my signature above, it shall be understood that I have read, understood and accept the requirements 
outlined in the Request for Proposal, we hereby propose to supply the Services in accordance with the 
Request for Proposal and as outlined in this Form of Response. 
  

https://fileshare.newwestcity.ca/filedrop/purchasing_submissions
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CORPORATION OF THE CITY OF NEW WESTMINSTER 
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Document #2750347 

  Page 17 of 104 
 

 
2.0 REQUEST FOR PROPOSAL DOCUMENTS  

2.1 The RFP Documents include the following documents attached to this Form of Response 
 
Appendix Title          Appendix Number 
RFP Submission Requirements       Appendix A 
Declaration – Living Wage Employer     Appendix B 
References            Appendix C 
Absence of Conflict of Interest       Appendix D 
Schedule A – Prime Contractor Designation    Appendix E 
Supplementary Conditions to MMCD Agreement  Appendix F 
Supplementary Specifications       Appendix G 
Schedule 2 – List of Contract Drawings     Appendix H 
MMCD Appendices          Appendix I 
 

3.0 RESPONSE FORMAT 

3.1 All Responses should include the following information and in the same sequence of topics and 
numbered accordingly. 
 

3.2 Sequence of topics: 
 

1) Respondent Information - signed 
2) Appendix A – RFP Submission Requirements – provide all requested information 
3) Appendix B – Declaration – Living Wage Employer - signed 
4) Appendix C – References  
5) Appendix D – Absence of Conflict of Interest 
6) Appendix H – MMCD Appendices 

 
3.3 Please provide a Table of Contents. 
 
3.4 Responses should be concise and directed to the requirements of this RFP. Responses should be 

provided on 8 ½ x 11” white background, in a font colour of black and not less than 11 point. 
 
 
.
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201:5000
SITE PLAN

ISL ENGINEERING AND
LAND SERVICES LTD.

PROJECT LOCATION AND DESCRIPTION:

DSGN

REVISION TABLE

DESCRIPTIONREV APPR DATE

DWG No. REVARCADIS PROJ. # SHT No.
SL - 01145636

E SIXTH AVENUE - McBRIDE BLVD TO
CUMBERLAND STREET

LIGHTING DESIGN
PLAN VIEW AND ELEVATIONS

1 of 6 5AS SHOWN
SCALE:

SEAL

PRJ-009088
CITY PROJECT No. CITY DRAWING No.

IN THE EVENT OF ANY UTILITY CONFLICTS THE CONTRACTOR SHALL CONTACT
ARCADIS PROFESSIONAL SERVICES (CANADA) INC.

3 WORKING DAYS PRIOR TO PLANNED INSTALLATION
TO ARRANGE FOR THE ENGINEER TO HELP RESOLVE ANY CONFLICTS AND PROVIDE DIRECTION

FIELD LAYOUT TO BE CONFIRMED WITH
ENGINEER PRIOR TO CONSTRUCTION

THE CONTRACTOR SHALL ENSURE THAT ALL POLES AND APPURTENANCES WILL MEET THE
STANDARDS FOR CLEARANCES PRIOR TO INSTALLING POLE BASES. STANDARDS ARE:

· BC HYDRO OVERHEAD DISTRIBUTION STANDARDS
· CANADIAN ELECTRICAL CODE STANDARD C22.3 No. 1-15 OVERHEAD SYSTEMS
· WORKSAFE BC PART 19 ELECTRICAL SAFETY OF THE OH&S REGULATIONS.

UTILITY OVERHEAD WIRING

CITY:CLIENT:

-

FIRST SUBMISSION FOR COORDINATION0 RG SF 24.07.25

ENGINEERING DEPARTMENT
PHONE: 604-527-4592

1:75 50

ELEVATIONS

EGBC PERMIT #: 1001345 

McBRIDE BLVD

GINGER DR.

E 
SI

XT
H

 A
VE

N
U

E

E 
SI

XT
H

 A
VE

N
U

E

CHECK BEFORE YOU DIG
THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE SHOWN IN

AN APPROXIMATE WAY ONLY AND HAVE NOT BEEN INDEPENDENTLY
VERIFIED BY THE OWNER OR ITS REPRESENTATIVE. SOME UTILITIES MAY
NOT BE SHOWN.  THE CONTRACTOR SHALL DETERMINE THE EXISTENCE
AND EXACT LOCATION OF ALL EXISTING UTILITIES BEFORE COMMENCING

WORK AND AGREES TO BE FULLY RESPONSIBLE FOR ANY AND ALL
DAMAGES WHICH OCCUR DUE TO THE CONTRACTOR'S FAILURE TO
EXACTLY LOCATE AND PRESERVE ANY AND ALL EXISTING UTILITIES.

1-800-474-6886
or   6886 by CELL
www.bconecall.ca

GRADE

9000

CCT.
R or B

1500

TYPE C CONCRETE BASE

NOVA SECURITY BUTTERFLY
SECURITY BOLT (S70-30-CS3X6-F01)

(DOWNSTREAM OF TRAFFIC)

9.0m SINGLE DAVIT

NXT LED LUMINAIRE C/W 7 PIN RECEPTACLE
AND SHORTING CAP. REFER TO LIGHTING
TABLES FOR WATTAGE AND CATALOGUE
NUMBER (UNLESS NOTED OTHERWISE ON PLAN)

GENERAL STREET LIGHTING AND ELECTRICAL NOTES:

1. THE LATEST VERSION OF THE CITY OF NEW WESTMINSTER STREET LIGHT
STANDARDS AND SPECIFICATIONS, & MMCD PLATINUM EDITION, ARE TO APPLY.

2. DEVELOPER TO NUMBER POLES AS PER NEW WESTMINSTER INSTRUCTIONS
AND THE NUMBERS SHOWN ON THE DRAWINGS.

3. ALL NEW POLES TO BE GALVANIZED AND POWDER COAT PAINTED BLACK
(RAL9005).

4. A GROUND PLATE ELECTRODE SHALL BE INSTALLED AT EACH NEW LIGHT POLE.

5. DEVELOPER SHALL OBTAIN ALL PERMITS AND LICENSES PRIOR TO
CONSTRUCTION.

6. CONTRACTOR  TO ENSURE THAT ALL STREET LIGHT POLES ARE A MINIMUM OF
3.0m CLEAR OF ALL CITY OF NEW WESTMINSTER POWER POLES AND OVERHEAD
PRIMARY WIRES AND 1.0m CLEAR OF ALL OVERHEAD SECONDARY WIRES PRIOR
TO RELOCATING BASES AND POLES.

7. LUMINAIRE FIXTURES SHALL BE LIVABLE CITIES NXT SERIES AS APPROVED BY
CITY OF NEW WESTMINSTER.

8. ALL STREET LIGHTS ARE TO BE 1.0m CLEAR OF ALL DRIVEWAYS.

9. ALL CONCRETE BASES TO BE INSTALLED AT MINIMUM 50mm ABOVE FINISHED
GRADE

*

GLENBROOK DR.
1-50mm RPVC

1-50mm RPVC (EMPTY)

3 No. 6 RW90 Cu. ST. LTG
3 No. 14 RW90 PEC POWER
3 No. 14 RW90 SIGNALS
2 No. 12 RW90 PALM BUTTON
2 No. 12 RW90 PALM BUTTON LIGHTS
2 No. 12 RW90 FIRE INDICATION LIGHTS
1 No. 8 RW90 BOND

REWIRE:

1-50mm RPVC (EXISTING)
2 No. 6 RW90 Cu. ST. LTG
2 No. 10 RW90 COMPRESSOR PWR.
1 No. 8 RW90 BOND

CUMBERLAND ST.

LEGEND

LUMINAIRE ON BLACK PHASE CONDUCTOR

LUMINAIRE ON RED PHASE CONDUCTOR

2 No. 6 RW90 Cu. ST. LTG. &
1 No. 8 RW90 Cu. BOND IN 35mm RPVC

3 No. 6 RW90 Cu. ST. LTG. &
1 No. 8 RW90 Cu. BOND IN 35mm RPVC

9.0m SINGLE DAVIT STREETLIGHT POLE C/W LED
FIXTURE ON TOP OF TYPE C CONCRETE BASE
(REFER TO ELEVATION FOR MORE DETAILS)

EXISTING PROPOSED

STUB OUT AND RUN 35mm RPVC FOR FUTURE EXTENSION
(CAP CONDUIT LEAVE PULL STRING INSIDE CONDUIT)

B

R

CO

FUTURE

120/240V SERVICE PANEL

B

R

CO

ANYTHING ON THIS LINETYPE TO BE ABANDONED OR REMOVED

JUNCTION BOX

(RP-8)

9.0 lux  / 10.3 lux
4.0:1 / 2.3:1
0.8
44m

COLLECTOR
MEDIUM

80WLED 9.0m 2ES

E SIXTH AVENUE

NXT-M SERIESNXT-48M-525mA-2ES-4000K.ies

PER:

ILLUMINANCE RECOMMENDED/DELIVERED
UNIFORMITY RECOMMENDED/DELIVERED

SPACING 

ROAD CLASSIFICATION
PEDESTRIAN CONFLICT

ROADWAY LIGHTING DESIGN CRITERIA

IES FILE:
MTG. HEIGHT:WATTAGE:FIXTURE TYPE:

LIGHT LOSS FACTOR

MODEL:

ROADWAY (NAME)

EQUIPMENT:
DIST TYPE:

REFER TO SHEET NUMBER 3
FOR MORE DETAILS

16.0 LUX /  18.8 LUX
4.0:1 / 1.7:1
0.8

COLLECTOR/LOCAL
MEDIUM

80W \ 52WLED 9.0m 2ES

GINGER DRIVE
E SIXTH AVENUEINTERSECTION

ILLUMINANCE RECOMMENDED/DELIVERED
UNIFORMITY RECOMMENDED/DELIVERED

ROAD CLASSIFICATION
PEDESTRIAN CONFLICT

INTERSECTION DESIGN CRITERIA

IES FILE:
MTG. HEIGHT:WATTAGE:FIXTURE TYPE:

EQUIPMENT:
LIGHT LOSS FACTOR

DIST TYPE:

MODEL:

PER: (RP-8)

NXT-48M-525mA-2ES-4000K.IES 
NXT-36S-450mA-2ES-4000K.IES 

NXT-48M-5-7-2ES-5-GY-3-UL-X-2H
NXT-36S-5-7-2ES-4-GY-3-UL-X-2H

NOT FOR CONSTRUCTION

R
80W

B
80W

R
80W

B
80W

* LIGHTING CALCULATION ARE COMPLETED PER ULTIMATE DESIGN AND WATTAGES
AS SHOWN ON PLAN

REPLACE:
EXISTING HPS FIXTURE WITH
NEW LED FIXTURE PER LIGHTING
DESIGN CRITERIA TABLE

REPLACE:
EXISTING HPS FIXTURE WITH
NEW LED FIXTURE PER LIGHTING
DESIGN CRITERIA TABLE

B
53W
FUT.

REMOVE:
EXISTING STREETLIGHT POLE

AND CONCRETE BASE AND
DISPOSE OF OFF-SITE

REMOVE:
EXISTING CONDUCTORS AND
ABANDON CONDUIT (TYP.)

REFER TO SHEET NUMBERS
5 & 6 FOR MORE DETAILS

REFER TO SHEET NUMBER 4
FOR MORE DETAILS

MATCH LINE - BOTTOM RIGHT

MATCH LINE - BOTTOM RIGHT

1730

INTERCEPT:
AND EXTEND EXISTING CONDUIT
TO NEW JUNCTION BOX LOCATION

INSTALL:
35mm CONDUIT STUB FOR BUS SHELTER POWER

(CONTRACTOR TO CONFIRM WITH THE CITY
REGARDING EXACT STUB LOCATION)

1-50mm RPVC
3 No. 6 RW90 Cu. ST. LTG.
2 No. 6 RW90 Cu. RRFB CAB PWR.
1 No. 8 RW90 BOND

DURALITE 1730-24 JUNCTION BOX

INSTALL:

INSTALL:

1730 DURALITE 1730-24 JUNCTION BOX

1-50mm RPVC
3 No. 6 RW90 Cu. ST. LTG.
2 No. 6 RW90 Cu. RRFB CAB PWR.
1 No. 8 RW90 BOND

INSTALL:

95% DESIGN SUBMISSION1 RG SF 24.08.23

ARCADIS PROFESSIONAL SERVICES (CANADA) INC.
2700 PRODUCTION WAY SUITE 650

BURNABY, BC, V5A 4X1
Tel: 604 678 9645
www.arcadis.com

CONTRACTOR TO MODIFY ALL EXISTING
JUNCTION BOXES ALONG PROJECT LIMIT
TO ENSURE THEY MATCH GRADE LEVEL
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GVRD

GVRD

95% DESIGN RE-SUBMISSION2 SF SF 25.01.22

SIDEWALK

SIDEWALK

SIDEWALK

GALVANIZED AND POWDER
COAT PAINTED BLACK (RAL9005)

ALL NEW STREETLIGHT POLES ARE
TO BE GALVANIZED AND POWDER
COAT PAINTED BLACK (RAL9005)

7.5m SINGLE DAVIT STREETLIGHT POLE C/W LED
FIXTURE ON TOP OF TYPE C2 CONCRETE BASE.

100% DESIGN SUBMISSION3 RG SF 25.05.07

BOULEVARD

BOULEVARD

BOULEVARD

INSTALL:
DURALITE 1730-24 JUNCTION BOX.

INTERCEPT:
EXISTING 35mm CONDUIT, EXTEND TO NEW

JUNCTION BOX LOCATION AND REWIRE AS SHOWN.

BOULEVARD

REMOVE:
EXISTING JUNCTION BOX
AND DISPOSE OF OFF-SITE.

INTERCEPT:
EXISTING 35mm CONDUIT AND EXTEND

TO NEW JUNCTION BOX LOCATION

INTERCEPT:
EXISTING 35mm CONDUIT, EXTEND TO NEW

JUNCTION BOX LOCATION AND REWIRE AS SHOWN.

REMOVE:
EXISTING JUNCTION BOX

AND DISPOSE OF OFF-SITE.

DURALITE 1730-24 JUNCTION BOX
INSTALL:

1730

1730

1730

INTERCEPT:
EXISTING 35mm CONDUIT, EXTEND TO NEW

JUNCTION BOX LOCATION AND REWIRE AS SHOWN.

INTERCEPT:
EXISTING 35mm CONDUIT, EXTEND TO NEW

JUNCTION BOX LOCATION AND REWIRE AS SHOWN.

REMOVE:
EXISTING JUNCTION BOX

AND DISPOSE OF OFF-SITE.

REFER TO SHEET NUMBER 2
FOR MORE DETAILS

GVRD

ISSUED FOR TENDER4 RG SF 25.05.13
ADDENDUM #25 RG SF 25.07.30
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CATCH BASIN TABLE
CB No. RIM EL. TYPE LEAD INFORMATION

CB 1 67.183 600Ø TOP INLET CB AS PER MMCD-S11 1.0m - 150Ø PVC DR28

CB 2 67.302 600Ø TOP INLET CB AS PER MMCD-S11 2.5m - 150Ø PVC DR28

CB 3 65.730 600Ø TOP INLET CB AS PER MMCD-S11 18.0m - 150Ø PVC DR28

CB 4 65.247 900Ø BIKE-FRIENDLY CB AS PER SSD-D.9 15.0m - 200Ø PVC DR35

SCALE: 1:250

PLAN
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**CAUTION - FIBRE OPTIC NETWORK PRESENT **
EXISTING FIBRE OPTIC CABLE IN VICINITY. THE CONTRACTOR IS
RESPONSIBLE FOR VERIFYING THE DEPTH AND LOCATION OF THE
FIBRE NETWORK PRIOR TO ANY CONSTRUCTION. IF THE FIBRE
NETWORK IS TO BE EXPOSED, A HYDRO EXCAVATOR SHALL BE
USED (OR AUTHORIZED OTHERWISE) AND A FIBRE NETWORK
REPRESENTATIVE MUST BE PRESENT.

CITY'S FIBRE NETWORK NOTES:
1. THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING THE DEPTH AND

LOCATION OF THE CITY'S FIBRE NETWORK PRIOR TO ANY
CONSTRUCTION. IF THE FIBRE NETWORK IS TO BE EXPOSED, A HYDRO
EXCAVATOR SHALL BE USED (OR AUTHORIZED OTHERWISE) AND A CITY
FIBRE NETWORK REPRESENTATIVE MUST BE PRESENT.

2. THE CONTRACTOR SHALL ARRANGE AND ATTEND A PRECONSTRUCTION
MEETING WITH THE CITY FIBRE NETWORK OPERATIONS STAFF.
CONTACT PHIL KOTYK AT 604-353-1826 NO LESS THAN 10 BUSINESS DAYS
PRIOR TO STARTING WORK.

3. A CITY FIBRE NETWORK OPERATIONS REPRESENTATIVE MUST BE ON
SITE TO WITNESS THE CONSTRUCTION IF WORKING NEAR OR CROSSING
THE CITY'S FIBRE NETWORK CONDUIT. TO ARRANGE FOR A CITY FIBRE
NETWORK REPRESENTATIVE TO BE ON SITE, THE CONTRACTOR SHALL
CONTACT PHIL KOTYK AT 604-353-1826 NO LESS THAN 10 BUSINESS DAYS
PRIOR TO WORKING NEAR THE FIBRE NETWORK.

E. SIXTH AVENUE

3.1m WB LT LANE

3.0m EB BUS LANE 

3.2m WB LANE

3.1m RT LANE

REFER TO PAVEMENT
MARKINGS AND SIGNS ON
SHEET 10 (TYP.)

CONTRACTOR TO
PRE-LOCATE
UNDERGROUND
FIBRE AND GAS
MAINS ALONG
CORRIDOR

G
IN

G
ER

 D
R

IV
E

3 x 12m BUS PAD WITH SHELTER
SEE CNW DETAILS SDR-17A & SDR-17B
FOR ADDITIONAL SPECIFICATIONS
CONDUIT AND JUNCTION BOX
LOCATION TO SERVICE BUS SHELTER
TO BE CONFIRMED IN FIELD WITH
CONTRACT ADMINISTRATOR PRIOR
TO CONCRETE POUR.

3.5m WB LANE

5.0m EB LANE

R 11.0m

2.75m SIDEWALK

1.5m BOULEVARD

3.0m BI-DIRECTIONAL BIKE LANE
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CITY ENGINEER

  #201, 8506 - 200 Street, Langley, B.C. V2Y 0M1
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2024-08-28

 2024-12-30

2025-01-17

2025-04-25

2025-05-13

ISSUED FOR TENDER

2ND - 95% SUBMISSION

3RD - 95% SUBMISSION

ISSUED FOR TENDER

ISSUED FOR TENDER

GCP

GCP

GCP

GCP

GCP

GN

GN

GN

GN

GN
COMMUNITY CENTRE

OFF-SITE CIVIL WORKS

ROADWORKS

STA 2+000 TO 2+170

GCP GN2025-06-03 ADDENDUM 1 - GVRD UPDATE

3m x 12m ASPHALT THICKENING AT BUS STOPS
(TYP.)
INSTALL:
100mm THICK MMCD LOWER COURSE #1
50mm THICK MMCD UPPER COURSE #1

EX. CURB REMAINS
IN PLACE

EX. CURB REMAINS
IN PLACE

LEAVE FIREHALL
DRIVEWAY IN PLACE

M
AT

C
H

 L
IN

E 
- F

O
R

 C
O

N
TI

N
U

AT
IO

N
 S

EE
 S

H
EE

T 
04EX. PROPERTY LINE

EXISTING GROUND AT
REFERENCE ALIGNMENT

PROPOSED GRADE AT
REFERENCE ALIGNMENT

PROPOSED WEST
EOP PROFILE

SCALE: 1:250H / 1:25V

PROFILE

ADJUST LB & INSTALL
TOPSOIL WITH SOD
TO SUIT

EXCAVATE TO
REMOVE ORGANICS,
INSTALL GRAVEL
AND 50mm THICK
ASPHALT PATH TIE IN

TIE IN TO EXISTING
CURB

METRO VANCOUVER (GVS&DD) PERMIT REQUIRED

ASSET LOCATION
PLEASE ENSURE THAT THE GVS&DD SEWER AND
GVWD WATERMAIN ARE ACCURATELY LOCATED AND
CLEARLY MARKED ON THE GROUND BEFORE
STARTING ANY WORK. THE PROPONENT IS
RESPONSIBLE FOR VERIFYING THE DEPTH AND
LOCATION OF GVS&DD SEWER & GVWD WATERMAIN
ASSETS PRIOR TO CONSTRUCTION. THE PROPONENT
IS TO KEEP THESE APPURTENANCES INTACT.
GVS&DD & GVWD WATERMAIN MAINTENANCE HOLES
SHALL NOT BE OPENED WITHOUT GVS&DD'S & GVWD
WATERMAIN PRIOR WRITTEN CONSENT.  AT THE TIME
OF THIS DOCUMENT, CONSENT FOR OPENING OUR
MAINTENANCE HOLES HAS NOT BEEN GIVEN.

SURFACE IMPACT
PROPONENT IS TO PERFORM STATIC ROLLING WITH
NO VIBRATORY MODE FOR ROADWORKS ON TOP OF
GVS&DD SEWER & GVWD WATERMAIN ASSETS. NO
LARGE SIZE VIBRATORY COMPACTOR IS TO BE USED
ON TOP OF GVS&DD SEWERS & GVWD WATERMAIN.
MACHINE HOE-PACK IS NOT PERMITTED WITHIN 6m
HORIZONTALLY OF THE GVS&DD SEWERS & GVWD
WATERMAIN. ONLY LOW IMPACT AND LOW
VIBRATORY METHODS, SUCH AS LIGHTWEIGHT WALK
BEHIND PLATE TAMPER OR JUMPING JACK, ARE
PERMITTED. FOR BACKFILLING/SURFACE
RESTORATION ABOVE GVS&DD'S & GVWD
WATERMAIN PIPE ZONE, PLEASE REFER TO THE
PROPERTY OWNER’S REQUIREMENT AND MV'S
“PAVEMENT RESTORATION” DRAWING (DOCUMENT
CODE: C-006B) – THE MORE STRINGENT
REQUIREMENT SHALL APPLY. NO HEAVY EQUIPMENT
IS TO BE USED OR PLACED ON TOP OF GVS&DD
SEWERS & GVWD WATERMAIN. THERE SHALL BE NO
MATERIAL OR EQUIPMENT STORAGE OR HEAVY
CONSTRUCTION ACTIVITY DIRECTLY ATOP OF
GVS&DD SEWER & GVWD WATERMAIN. ISL WILL
OBTAIN GVRD APPROVAL.

GVS&DD & GVWD WATERMAIN MANHOLES & VALVE
BOXES ARE TO BE ADJUSTED (AS REQUIRED) TO
MEET THE FINAL RESTORATION GRADES. ADJUSTED
MANHOLE LIDS SHOULD NOT BE LOCATED IN CURB
AND GUTTER LINES. PLEASE NOTE THAT GVS&DD
DOES NOT PERMIT USE OF CONCRETE GRADE RINGS
GREATER THAN 3 X 50mm THICKNESS. IF THERE IS A
NEED TO ADD HEIGHT WHEN THE MAXIMUM HEIGHT
OF GRADE RINGS + NON-SHRINK MORTAR (200mm
TOTAL) HAS ALREADY BEEN OR WILL BE EXCEEDED
ABOVE THE MANHOLE LID/DONUT, GVS&DD
REQUESTS THAT YOU SUPPLY AND INSTALL NEW
MANHOLE BARREL RISERS OF SUITABLE HEIGHT.

HYDRO BLAST ERADICATE LINE
PAINTING FOR NEW WORKS (TYP.)

TACTILE ATTENTION INDICATORS AS PER
TRANSLINK BUS INFRASTRUCTURE DESIGN
GUIDELINES - CONFIGURATION 1B (TYP.)
1.2m GAP IN TWSI FOR SIDEWALK MOBILITY
BYPASS (TYP.)

INSTALL TACTILE WALKING SURFACE
INDICATORS - WARNING (TYP.)

REFER TO ELEC. DRAWINGS
FOR EX. STREET LIGHT
POLE RELOCATIONS AND
REMOVALS (TYP.)

RE&RE CONCRETE.
SITE INSPECTOR TO
CONFIRM

0.6m BUFFER
1.3m ASPHALT BIKE LANE

1.15m PAINTED MEDIAN

CB
 1

CB 2

CB 3

SEE CB TABLE
ON THIS
SHEET (TYP.)

REFER TO SURFACES
TREATMENTS ON SHEET 01 (TYP.)

NEW QUARTER POINT.
MATCH EX. LANE & TIE
IN TO NEW CURB

REINSTATE BEHIND PR. SIDEWALK
MATCHING EXISTING MATERIAL  (TYP.)

CORE CB LEAD IN TO
MANHOLE. INSTALL INSIDE
DROP PER MMCD S4.

LIGHT BRUSH FINISH, SAWCUT BUFFER

NEW CALMING CURB (AS
SUPPLIED BY LAFARGE OR
APPROVED EQUAL) c/w DOWELS
TO FIX TO PAVEMENT (TYP.)

REMOVE AND RESTORE
EXISTING MONOLITHIC CURB
LETDOWN c/w TSWI

PROTECT EX. TRAFFIC
SIGNAL

EX. JUNCTION BOX TO BE
ADJUSTED AS NEEDED

TIE INTO EX.
CONC. PATHWAY

MATCH NEW CONC. FOR SIDEWALK TO
ENTRANCE TIE-IN (BRUSH & SAW CUT FINISH)

3.3m EB LANE 3.3m EB LANE
5.0m EB LANE

NEW BIKE FRIENDLY CURB AS PER
SSD-D.9.
INSTALL REVERSE CURB PAN WHERE
NEEDED TO MATCH BIKE LANE
CROSSFALL (TYP.)

1.0m BUFFER

MMCD C14 GALVANIZED HANDRAIL
(TYP. BOTH SIDES OF THE BUS STOP)

CB 4

ASPHALT RAMP TO
BUS STOP AT 8%

TRANSITION CURB TO
GUTTER MATCHING THE
WHEELCHAIR RAMP GRADE

ADJUST METROVAN MANHOLE CASTING
TO SUIT ROADWORKS AS REQUIRED
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